





- Snap it, simply and safely

With SnapiT you can safely:

1. INSERT the ampoule lid into your multi-use Snapit

2. SNAP open the ampoule

3. EJECT the ampoule lid directly into a sharps container

SnapIT avoids ampoule sharps injuries by keeping both hands away from
the sharp edges during ampoule opening. One hand holds the base of
the ampoule while the other hand simply uses the SnapiT to snap off the
ampoule lid. The ampoule lid is contained safely within the SnapiT until
ejected.

This is all you need

SnapiT is available in two slimline cylindrical designs:

» Trolley Edition for team use featuring a flat side so it can lay on a bench

top or trolley without falling over or rolling away

» Pocket Edition for personal use on a key ring, hung from a lanyard or
kept in your pocket.

With two sizes and flexible O-rings, SnapiT can open almost all sizes of
glass ampoules that are commonly used.
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Personal protection

“Recently a colleague of mine cut her finger on a glass ampoule which
resulted in four stitches and a week off work. With 23 years nursing
experience | have cut fingers on glass ampoules countless times. These
cuts potentially leave me susceptible to infection with Hepatitis B, C,
HIV or other blood borne diseases. The SnapiT Ampoule Opener is a
potentially life saving device.”

- New Inventors Message Board, Australia, 2007.

“The injury (to the right thumb) did pose some difficulties for nearly a
week, those difficulties included holding a pen, using a syringe to draw up
medications, administering medications via a syringe and cannulation of
a patient. The SnapiT ampoule openers have arrived and | must say | am
impressed.” - Paramedic, Queensland, Australia, 2007.

Not just effective,
it is cost effective

Once off purchase of the multi-use SnapiT immediately improves safety
and delivers ongoing savings by reducing injury costs, overcoming the
need for more expensive solutions and avoiding the wastage, cost and
environmental impact of single use ampoule openers. The cost of opening
an ampoule can be as low as one cent.

The only replacement required is the silicon O-ring, and this is only
required if it has been cut by glass fragments. Everytime you replace a cut
O-ring means that you have avoided one more serious injury.

Applications of Snapit

SnapiT should be used wherever glass ampoules are being used.

» Paramedics » Education

* Anaesthetists * Veterinary

* Hospitals + Dental

* General Practice * Animal laboratory

» Patients/Home Users for self medication
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Specifications

Product edition Pocket-size Trolley Edition Material Anodised aluminium (SnapiT body)
Product code SN-01R TE-01R TE-01L 2{"?0{‘ rub?efl(o'”f“s)
Product size Regular Regular Large B N ainless steel (spring)
Compatible 1-2ml, 5-10ml, 1-2ml, 5-10ml, 5-10ml, 10-15m, atex °
Ampoule sizes* | 10-15ml 10-15ml 20-25ml DEHP No
(common sizes) (common sizes) (large sizes) Sterile No
Size (per unit) Length 80mm Length 80mm Length 80mm Re-usable Multi-use. O-ring can be replaced if lost or broken.
Width 17mm Width 25mm Width 29mm Regulatory USA - FDA listed
Weight (per unit) 509 759 90g approvals
Colour range Blue, Purple Black Red
GMDN code 10098

YV10L02E€EANS

* Compatibility depends on the ampoule’s geometry and the diameter of the ampoule
lid. Ampoules of the same size can have a different geometry and ampoule lid
diameter. The ampoule size in mis is only used as a guideline.

Instructions for Use

Shap it

\

Shap,
Away

1. Align the dots if available. Gently insert
all of the ampoule lid into the SnapiT. The
ampoule lid becomes locked in at the neck.

2. With little effort, lever away from the dot
to snap off the lid. The lid should remain
held in the Snapir.

3. Carefully aim over a sharps bin and
eject the lid by pushing down the rod with
your thumb.

NOTE: If your standard practice requires you to turn the dots away from your body, make
sure that both dots are still aligned after turning and before snapping.

NOTE: The lid is ejected into the
sharps bin.

4. Clean your SnapIT regularly. Remove O-ring as shown to disassemble the parts and clean
with water or a hospital grade cleaner. Do this in a clean dish to avoid loss of parts. Dry
completely then re-assemble.

NOTE: If the ampoule lid breaks, tap the SnapiT over a sharps bin to remove excess glass
pieces then rinse under running water before disassembling.

SIZES:
If the ampoule lid is too big, it will not fit through the entrance. Use a larger Snapir.
If the ampoule is too small, the SnapiT will not hold the top securely. Use a smaller SnapiT.
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